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PTO-gear type 285 med 1, 2 eller 3 kraftudtag:
• Stift opbygget gearhus i støbejern med oliesump.
• Dobbelt sfæriske rullelejer.
• Ø80 stålaksel.
• Tandhjul, hærdet og slebet udførelse.
• Oliepumpe med trykreguleringsventil etc.
• Tryksmøresystem for lejer.
• Oliekøler.

Hvert kraftudtag har: Max moment 900 N.m. 
(som option 1050 N.m.)
• Hærdet og slebet tandhjul med step-up 1:1,76

(option 1:1,02).
• Hydraulisk flerpladekobling.
• Magnetventil 24V for betjening af kobling.
• Oliefordelingssystem.
• Drivaksel med indvendig 11/4” spline,

14 tands SAE C 2/4 huls flange som standard.

Andre spline og flangetyper efter aftale.

Vægt med 3 PTO: Ca. 250 kg.

PTO-gearbox type 285 with 1, 2 eller 3 PTO’s:
• Rigid gearhouse in castiron with oilsump.
• Double spherical rollerbearings.
• Ø80 dia. input shaft.
• Gearwheel, hardened and grinded.
• Oilpump with pressureregulating valve etc.
• Pressure lubrication system for bearings.
• Oilcooler.

Each PTO has: Max torque 900 N.m. (optional 1050 N.m.).
• Gearwheel, hardened and grinded.

Step-up gearing 1:1,76 (optional 1:1,02).
• Hydraulic multidisc clutch.
• Solenoide valve for remote control of clutch.
• Oildistributionsystem.
• PTO-shaft with involute spline SAE 11/4”, 

14 teeth, SAE C flange with 2/4 holes as standard.

Other splines and flanges available on request.

Weight with 3 PTO’s: App. 250 kgs.
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