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marinegearbox PTO-Gearbox type 300

PTO-gearbox med op til 4 kraftudtag:
• Støbt gearhus med sidefødder.
• Dobbelt sfæriske rullelejer.
• Ø100 indgangsaksel i stål.
• Oliepumpe med trykreguleringsventil og filter etc.
• Tryksmøresystem for lejer.
• Oliekøler.

Hvert kraftudtag har: (Max. moment 900N.m. m. std. kobling)
• Hærdet og slebet tandhjul med step-up 1:2,13

(option 1:1, 1:1,38, 1:1,64, 1:1,9 og 1:3,1 (max.)).
• Hydraulisk flerpladekobling.
• Magnetventil 24V for betjening af kobling.
• Oliefordelingssystem.
• Drivaksel med indvendig 1-1/4” spline, 14 tands,

SAE C 2/4 huls flange.
Andre spline og flangetyper samt evt. fri akselende
efter aftale.
Vægt med 4 PTO: Ca. 550 kg.

I en specialudførelse kan der leveres op til 5 stk. kraftudtag
og ligeledes med større step-up og med større max. moment
end angivet ovenfor.

PTO-gearbox with max. 4 PTO’s:
• Castiron gearhouse with support brackets.
• Double spherical rollerbearings.
• Ø100 dia. steel input shaft.
• Oilpump with pressureregulating valve and filter etc.
• Pressure lubrication system for bearings.
• Oilcooler

Each PTO has: (Max. torque 900 N.m. with std. clutch)
• Gearwheels, hardened and grinded step-up gearing

1:2,13 (optional 1:1, 1:1,38, 1:1,64, 1:1,9 and 1:3,1 (max.)).
• Hydraulic multidisc clutch.
• Solenoide valve for remote control of clutch.
• Oildistributionssystem.
• PTO-shaft with involute spline SAE 1-1/4”, 14 teeth,

SAE C flange with 2/4 holes.
Other splines and flanges and free shaftends available
on request.
Weight with 4 PTO’s: App. 550 kgs.

A special design may be supplied with up to 5 PTO’s, and
also with bigger max. torque and bigger step-up gearing
than specified above.
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